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Riwega Srl is not responsible for negligent and improper use of its products
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QUICK OVERVIEW: STRENGTHS

*MD = longitudinal  CD = transversal

The self-adhesive shelter 
bit slated bituminous 
underlayment 

• Vapour barrier, adhesive on 
the whole surface

• Ideal as direct under-tile 
waterproofing

• Application on pitched 
concrete roofs

• Ideal for carports or canopies 
in wood

• Bitumen-based adhesive

Code Code TOP SK Width (m) Length (m) Pallet (m2)

02065040 - 1 10 300

Pre-cutted silicone liner 50/50 cm

Silicone liner

Self-adhesive modified bitumen with slate flakes

Technical data sheet

Material Distilled bitumen modified with SBS

Finishing Slate flakes

Colour Grey

Mass per unit area EN 1849-2 3500 g/m2

Water tightness EN 1928 (Met. A) 60 kPa

Sd value EN ISO 12572 70 m

Tensile strength MD/CD* EN 12311-1 400 / 300 N/50mm

Elongation MD/CD* EN 12311-1 35 / 35 %

Tear resistance MD/CD* EN 12310-1 130 / 130 N

Resistance to static punching EN 12730 (A) 10 kg

Resistance to impact EN 12691 700 mm

Dimensional stability EN 1107-1 ± 0,3 %

Fire reaction class EN 13501-1 E

External fire reaction class EN 13501-5 Froof

UV stability 4 months

Flexibility at low temperatures EN 1109-1 -20°C

Flow resistance at elevated temp. EN 1110 +90°C


